

	[image: ]	
[image: ]




博碩士論文 104553017 詳細資訊








  
  	以作者查詢圖書館館藏	、以作者查詢臺灣博碩士	、以作者查詢全國書目	、勘誤回報	、線上人數：16	、訪客IP：44.203.175.219


  	姓名	
      	  王振維(Jen-Wei Wang)  
		      查詢紙本館藏  	畢業系所	通訊工程學系在職專班
	論文名稱	
      	  手持裝置應用於MIMO ( 8x8 ) Wi-Fi系統之設計
(A Small 8x8 MIMO Antenna Design and Measurement for a Wi-Fi System)
      	   
	相關論文		★ UHF頻段RFID彈藥管理系統之設計、實作與評估	★ 移動物偵測與追蹤之IP Camera系統
	★ SDN自適應性自動化網路安全之研究	★ Wi-Fi Direct Service 應用於IoT
	★ 射頻前端電路應用於載波聚合長期演進技術	★ 3C無線充電裝置運用在車載系統所產生之EMI輻射
	★ 基於LoRa技術的物聯網前端防盜警示感測裝置實作與評估	★ DOCSIS 3.1 效能研究 與下行通道干擾阻隔之設計
	★ 藍芽無線光學投影翻譯筆	★ 基於無伺服器運算之智慧農業雲端系統設計與研究
	★ 嵌入式系統實現電梯物聯網	★ 在802.11 Ad-Hoc網路中基於速率考量之路由協定設計
	★ 合作博弈與灰色模糊方法改善無線網路之性能	★ 採用拍賣策略之動態分散式方法於減少叢集小型基地台間干擾之研究
	★ 在LTE-A下聚合未授權頻譜及動態分配資源以優化系統效能	★ LTE-A網路中聚合未授權頻譜之資源分配策略研究



	檔案	
		   		[image: ][Endnote RIS 格式]   
		      [image: ][Bibtex 格式]     	
      [image: ][相關文章]   [image: ][文章引用]   [image: ][完整記錄]   [image: ][館藏目錄]   [image: ]至系統瀏覽論文 ( 永不開放)  
      
	摘要(中)	本篇論文提出一種應用於平板通訊裝置之尺寸且結構簡單的MIMO（多輸入多輸出）( 8x8 )天線。其結構是背面地覆蓋共平面波導方式(Coplanar Waveguide with Ground Calculator ) ，以CPWG饋入方式設計倒F型天線(Printed Inverted-F Antenna；PIFA)，利用Antenna Magus 模擬軟體來分析，設計出雙頻段MIMO天線以符合2.4GHz和5GHz (頻帶涵蓋範圍為2400-2500MHz and 5000-6000MHz) 雙頻作為主架構，且在無反射天線實驗室(Chamber)進行量測，分析天線的基本特性如效率量測、反射損失、 增益、 場型，完成實務平板天線之設計與驗證，製作出符合手持式裝置常用的雙頻段天線。
	摘要(英)	This dissertation proposes a MIMO (Multiple Input Multiple Output) ( 8x8 ) antenna with a simple structure and suitable size for a tablet communication device. Its structure is the Coplanar Waveguide with Ground Calculator, and the Printed Inverted-F Antenna (PIFA) is designed by using the CPWG feed method. Antenna Magus simulation software is used to analyze the dual-band MIMO antennas are based on dual-band 2.4GHz and 5GHz bands (frequency bands covering 2400-2500MHz and 5000-6000MHz) and are measured in a non-reflective antenna chamber to analyze basic antenna characteristics such as efficiency measurements , Return loss, gain, field pattern, the completion of practical design and verification of flat-panel antenna to produce a dual-band antenna commonly used in handheld devices.
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★ 背覆式共面波導 ( CPWG ) 饋入微帶線	關鍵字(英)	
      	  ★ MIMO antenna
★ PIFA antenna
★ CPWG feed-in microstrip line
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