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	摘要(中)	本文以理論分析及動床實驗來探討河槽內不均勻圓柱形橋墩(即圓柱形橋墩位於圓形基礎上)及群樁基礎之局部沖刷及束縮沖刷特性，及探討橋墩佈置及流況對局部沖刷之影響，以求得圓形基礎及群樁基礎之局部最大沖刷深度、最大堆積丘位置及沖刷範圍。


實驗結果發現，橋基頂端高程位置高於底床時其局部沖刷深度較均勻橋墩時大；橋基頂端高程位置介於底床和最大局部沖刷深度之間時可減少局部沖刷深度。在雙柱橋墩橫向排列時，其雙柱間距( s )越小，局部沖刷沖刷深度越大，當s = 0時會產生最大的局部刷深。
	關鍵字(中)	
      	  ★ 不均勻橋墩
★ 局部沖刷深度
★ 橋基裸露	關鍵字(英)	
      	  ★ Nonuniform piers
★ local scour
★ pile foundations
	論文目次	中文摘要Ⅰ


英文摘要Ⅱ


目錄Ⅲ


表目錄Ⅴ


圖目錄Ⅵ


符號表Ⅸ


第一章 緒論1


1.1研究動機與目的1


1.2文獻回顧2


1.2.1 均勻橋墩3


1.2.2 非均勻橋墩6


1.3本文架構11


第二章 理論分析12


2.1 流體流經圓柱之流況12


2.2 因次分析17


2.3 等效橋墩寬度之探討19


2.4 平衡沖刷深度的推估21


第三章 試驗設備與規劃23


3.1 試驗設備與儀器23


3.2 試驗條件24


3.3 試驗規劃24


3.3.1馬達轉速與試驗段流速率定24


3.3.2二維聲波都普勒流速儀和台車移動比較25


3.3.3均勻及非均勻圓柱型橋墩之沖刷坑量測25


3.3.4橋墩周圍流場之染料觀察26


第四章 結果與討論27


4.1 均勻橋墩27


4.1.1 局部沖刷公式之比較27


4.1.2 流速效應28


4.1.3 時間效應29


4.1.4 沖刷坑長度及沖刷坑寬度29


4.1.5 沖刷坑及淤積堆範圍30


4.1.6 沖刷坑中心線剖面30


4.1.7 無因次中心線剖面31


4.1.8 沖刷坑內流速分佈31


4.2 圓柱型橋墩位於較大的橋基上32


4.2.1 沖刷坑長度及沖刷坑最大寬度32


4.2.2 沖刷坑及淤積堆範圍33


4.2.3 沖刷坑中心線剖面34


4.2.4 無因次中心線剖面35


4.2.5 不同橋基位置之局部沖刷深度35


4.3 雙柱橋墩橫向排列38


4.3.1 沖刷坑及淤積堆範圍38


4.3.2 沖刷深度38


4.4 沖刷坑周圍之流場顯像39


第五章 結論與建議41


5.1 結論41


5.2 建議43


參考文獻44
	參考文獻	林呈， 「本省西部重要河川橋樑橋基災害分析與橋基保護工法資料庫系統之建立」 ，交通部運輸研究所專題研究計畫成果報告(1998)。


周憲德、戴華鍇、陳世清， 「蛇籠保護方式對橋墩局部沖刷之影響」，中國土木水利工程學刊，第十一卷，第三期，第311-316頁(1999)。


張學齡，「橋涵水文」，人民交通出版社，北京，第113-144頁(1995)。


國立中央大學災害防治研究中心， 「橋台及橋墩沖刷防治工法之探討」 ，交通部委託研究計劃(1999)。


曾明性， 「橋墩周圍流場與底床沖刷之模擬研究」 ，博士論文，國立台灣大學土木工程學研究所，台北(1994)。


劉長齡、詹元豪、黃進坤， 「橋墩單樁與樁群之沖刷研究」 ，第七屆水利工程研討會論文集(1994)。


Baker, C. J., “Theoretical Approach to the prediction of scour around bridge piers,” Journal of Hydraulics Research, Vol.18, No.1, pp.1~12(1980).


Baker, C. J., “New design equations for scour around bridge piers,” Journal of the Hydraulics Division.,ASCE, Vol.107, No. HY4, pp.507~511(1981).


Breusers, H.N., and Raudkivi, A.J., “Scouring,” IAHR Hydraulic Structure Design Manual, Vol.2, Belkema(1991).


Chiew, Y. M., “Scour protection at bridge piers,” J.Hydr. Engrg., ASCE, Vol.118, No.9, pp.1260~1269 (1993).


Dargahi, B., “Controlling mechanism of local scouring,” J.Hydr. Engrg., ASCE, Vol.116, No.10, pp.1197~1214 (1990).


Hannah C. R., “Scour at pile groups,” Ph.D, Department of civil engineering University of Canterbury Christchurch New Zealand(1978).


Jones J. S.,Kilgore R. T., and Mistichelli M. P., “Effects of footing location on bridge pier,” J. Hydr. Engrg., ASCE, Vol.118, No.2, pp.280~290(1992).


Julien, P. Y., Erosion and sedimentation , Cambridge University Press, New York, USA(1995).


Kothyari U. C., Garde R. J. and Ranga Raju K. G.(1992) “Temporal variation of scour around circular bridge piers”, J.Hydr. Engrg., ASCE, Vol.118, No.8, pp.1091~1106.


Melville, B.W., and Sutherland, A.J., “Design method for local scour at bridge piers,” J. Hydr. Engrg,, ASCE, Vol.114, No.10, pp.1210-1226(1988).


Melville B.W., and Raudkivi A. J., “Effects of foundation geometry on bridge pier scour,” J. Hydr. Engrg., ASCE, Vol.122, No.4, pp.203~209(1996).


Martin-Vide J. P.,Hidalgo C., and Bateman A., “Local scour at piled bridge foundations,” J. Hydr. Engrg., ASCE, Vol.124, No4, pp439~444(1998).


Melville, B. W. and Chiew, Y. M., “Time scale for local scour at bridge piers,” J. Hydr. Engrg., ASCE, Vol.125, No.1, pp. 59~65(1999).


Parola A. C.,Mahavadi S. K., Brown B. M. and Khoury A. E., “Effects of rectangular foundation geometry on local pier scour,” J. Hydr. Engrg., ASCE, Vol.122 No.1, pp35~40(1996).


Raudkivi A. J. and Ettema R., “Effect of sediment gradation on clear water scour ,“ J. Hydr. Engrg., ASCE, Vol.109, No.3, pp338~349(1983).


Raudkivi, A. J., “Clear-water scour at cylindrical piers,” J. Hydr. Engrg., ASCE, Vol.109, No.3, pp338~350 (1983).


Raudkivi, A. J., “Founctional trends of scour at bridge piers,” J. Hydr. Engrg., ASCE, Vol.112, No.3, pp1~13(1986).


Salim M., and Jones J. S., “Effect of exposed pile foundations on local pier scour, “ National conference on Hydraulic Engineering., ASCE. pp.1814~1819(1998).


Shen, H. W., Schneider, V. R. and Karaki, S. S., “Mechanics of local scour”, U.S. Dept. of Commerce, National Bureau of Standards, Institute for Applied Technology(1966).


Shen, H.W., Schneider, V. R., and Karaki, S., “Local scour around bridge piers,” J. Hydr. Engrg., ASCE, Vol.95, No.6, pp.1919-1940(1969).


Vittal, N., Kothyari, U. C. and Haghighat, M., “Clear-water scour around bridge pier group,” J. Hydr. Engrg., ASCE, Vol.120, No.11, pp.1308-1318 (1994).
	指導教授	
      	  周憲德(Hsien-Ter Chou)
      	 	審核日期	2000-7-11
	推文	
      	  [image: ]facebook   [image: ]plurk   [image: ]twitter   [image: ]funp   [image: ]google   [image: ]live   [image: ]udn   [image: ]HD   [image: ]myshare   [image: ]reddit   [image: ]netvibes   [image: ]friend   [image: ]youpush   [image: ]delicious   [image: ]baidu   
      	 
	網路書籤	
      	  [image: ]Google bookmarks   [image: ]del.icio.us   [image: ]hemidemi   [image: ]myshare   
      	 


  

  











若有論文相關問題，請聯絡國立中央大學圖書館推廣服務組 TEL:(03)422-7151轉57407，或E-mail聯絡
	       - 隱私權政策聲明



	
