

	[image: ]	
[image: ]




博碩士論文 91326022 詳細資訊








  
  	以作者查詢圖書館館藏	、以作者查詢臺灣博碩士	、以作者查詢全國書目	、勘誤回報	、線上人數：81	、訪客IP：3.94.180.229


  	姓名	
      	  洪文隆(Wen-Long Hong)  
		      查詢紙本館藏  	畢業系所	環境工程研究所
	論文名稱	
      	  新型勞工個人總暴露劑量警報器之實場驗證
(Field Validations of the Exposure-based Personal Alarm System)
      	   
	相關論文		★ 高科技廠火災發生與消防安全風險管理之探究-以日月光半導體中壢廠為例	★ 無線射頻辨識應用於學校實驗室廢液管理之研究
	★ 高鐵700T型列車車廂內噪音之研究	★ 個人暴露與呼出氣體連續量測系統之研發
	★ 以作業別為導向之勞工暴露評估技術研發~以縲縈絲工廠員工二硫化碳暴露為例~	★ 可攜帶直讀式氣體偵測器之研發
	★ 超細粒徑微粒濃縮器操作介面之改善與自動化之研究	★ 勞工工作活動、時間與有害氣體暴露自動連續監測設備研發
	★ 嵌入式儀器資料收集系統之設計與實踐
-以環保署空氣品質監測站為例	★ 勞工有害物暴露活動與暴露時間自動連續監測方法之開發與現場實證
	★ 先進勞工工作活動模式即時監測系統之研發—應用雙向紅外線定位技術	★ 勞工作業環境多點影像監視系統之開發與實作
	★ 新型勞工個人總暴露劑量警報器之研發	★ 無人機房資料蒐集與傳輸系統研究與開發
－以環保署空品站為例
	★ 新型勞工工作活動模式即時監測系統之研發-應用雙向無線通訊技術	★ 影像暴露監測資訊整合系統之研發



	檔案	
		   		[image: ][Endnote RIS 格式]   
		      [image: ][Bibtex 格式]     	
      [image: ][相關文章]   [image: ][文章引用]   [image: ][完整記錄]   [image: ][館藏目錄]   [image: ][檢視]  [image: ][下載]	本電子論文使用權限為同意立即開放。
	已達開放權限電子全文僅授權使用者為學術研究之目的，進行個人非營利性質之檢索、閱讀、列印。
	請遵守中華民國著作權法之相關規定，切勿任意重製、散佈、改作、轉貼、播送，以免觸法。

  
      

	摘要(中)	本研究改良新型勞工總暴露劑量警報器之使用者介面，使使用者更能一目了然的知曉勞工現行所在的位置，並且經由查詢資料庫的動作，即可得知勞工各個區域的停留時間，在現場進行採樣的部分，本系統利用華碩生產的無線AP以取代網路線傳遞資料，這樣可以減少研究人員在工廠架設儀器上的困難度。在實驗室進行測試後，進行現場的實測現場實測的結果顯示，在時間活動模式調查的部分，於A廠中，本儀器記錄所得的勞工工作停留時間與研究人員眼睛觀察所得的時間，將兩者做回歸分析後，其r2為介於0.92~0.99之間，可知兩者相關性屬高度相關，經本研究實場驗證顯示新型勞工個人總暴露劑量警報器可以取代人工觀察之方法來進行勞工時間活動模式之調查。
	摘要(英)	In this study, two field tests, both tape manufactures,have been conducted to verify the performance of the Exposure-based Personal Alarm System(or EPAS) under real world situations. The EPAS can continuously identify worker’s position by building infrared communication channels between client transmitters and host stations. Once a host station receives worker’s ID, it sends the ID number, along with local chemical concentration, back to a server through local area network(LAN). Unlike the laboratory environment where connecting devices through wired LAN is relatively easy, we used a miniature wireless access point from ASUSTek Computer Inc. in the factories for data transmissions to minimize the effort of connecting host devices.


In the field studies, selected workers were asked to put client transmitters on the wrest and students who also ware transmitters were assigned to observe and record worker’s activities in several predefined area. The results from both sites showed no significant differences between data reported by direct observations and those measured by the EPAS system (R2>0.92). The success of both field studies indicated that the EPAS can be used in real working environments.
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