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	摘要(中)	眼寫系統是本實驗室已開發之系統，但是這套系統只能在電腦上使用，體積龐大的電腦在攜帶上極為不便，因此我們便將眼寫系統從電腦上移植至微處理器上，並且加上電話的控制，讓漸凍人在生活上可以更自主。


　　本研究的目的在於建構一套“眼寫電話控制系統”，本文中以眼電圖法 (Electro-OculoGraphy, EOG) 作為擷取眼動訊號的方法，量測眼睛移動時，周圍微弱的電位差，再利用微處理器做濾除雜訊與訊號處理，來判讀眼睛所移動的軌跡，並且辨識出使用者所要表達的符號。拿起電話，放下電話，撥號，以及講電話等所有動作，都可以用眼寫的方式來取代。系統內共建構了60個不同的符號，包括注音符號37個、五聲符號5個、阿拉伯數字0–9共10個符號、三個標點符號、五個控制符號。經過六位受測者的測試，整體辨識率可達到83.33%。眼寫電話控制系統有三個模式，☆1是說話模式，其辨識率是83.33%；☆2是接電話模式，其辨識率是66.66%；☆3是打電話模式，其辨識率是66.66%。
	摘要(英)	The eye-writing system is already developed in this laboratory. But the system can only use in computer. The computer is big and heavy. So we can’t carry it easily. We will transplant it to the microprocessor systematically from computer and add the control of telephone in order for ALS (Amyotrophic Lateral Sclerosis) patients to act on their’s own even more in life.


My research is to build eye-writing telephone control system. In this study, we measured the eye movements by electro-oculograophy (EOG). The electrical potential difference measured between the skins above and below the eyes reflected the eye movement in the vertical direction. That measured between the skins to the left and to the right of the eyes reflected the eye movement in the horizontal direction. We use the microprocessor to filter out noise and do signal processing. They can be replaced by eye-writing to pick up the telephone, put down the telephone, dial, and speak. We evaluated the eye-writing system with a symbol set consisting of 37 Mandarin phonetic symbols, 5 lexical-tone symbols, 10 Arabic numeral symbols, 3 punctuation marks, and 5 control symbols. Through the test of six persons who are examined, the distinguishing rate can be up to 83.33%. There are there modes in the eye-writing telephone control system. ☆1 is speaking mode and it’s success rate is 83.33%. ☆2 is answering mode and it’s success rate is 66.66%. ☆3 is dialing mode and it’s success rate is 66.66%.
	關鍵字(中)	
      	  ★ 漸凍人
★ 眼寫系統
★ 電話	關鍵字(英)	
      	  ★ ALS (Amyotrophic Lateral Sclerosis)
★ Eye-writing system
★ telephone
	論文目次	目錄


頁次


中文摘要                                 I


英文摘要				   III


目錄                                    VI


圖目錄                                VIII


表目錄                                  XI


第一章　緒論


1.1 	研究動機                        1


1.2 	漸凍人簡介                      2


1.3 	文獻回顧                        3


1.4 	研究方法                        7


1.5 	論文架構                        8


第二章　眼寫系統架構


2.1 	眼寫系統硬體架構與簡介          9


2.2 	眼動訊號處理流程               26


第三章　電話系統架構


3.1 	電話系統基本訊號               35


3.2 	電話系統電路                   39


第四章　眼寫電話控制系統架構


4.1	眼寫電話控制系統架構           52


4.2	眼寫電話控制系統控制模式       55


第五章　實驗結果討論與未來展望


5.1	實驗方法                       59


5.2	實驗結果                       63


5.3	結果討論                       71


5.4	結論與展望                     75


參考文獻 77


附錄1  79


附錄2  110
	參考文獻	[1] 漸凍人協會, http://www.mnda.org.tw/


[2] Rafael Barea, Luciano Boquete, Manuel Mazo, and Elena López, “System for assisted mobility using eye movements based on electrooculography”, IEEE Transactions on Neural Systems and Rehabilitation Engineering, vol. 10, no. 4, pp. 209-218, 2002.


[3] D. Florin, “Scleral search coil system for linear detection of three-dimentional angular movements,”


http://www.primelec.ch/datasheets/am_meas_eye.pdf


[4] 詹永舟, 瞳位追蹤應用於眼控系統及眼球動態量測儀器之製作與分析, 碩士學位論文, 林宸生教授指導,台中: 私立逢甲大學自動控制工程研究所, 1998


[5] Gregg Norris, Eric Wilson,“The Eye Mouse,An Eye Communication Device,” IEEE Bioengineering Conference, pp. 66-67, 1997.


[6]	Rafael Barea, Luciano Boquete, Manuel Mazo, Member, IEEE, and Elena López, “System for Assisted Mobility Using Eye MovementsBased on Electrooculography,” IEEE TRANSACTIONS ON NEURAL SYSTEMS AND REHABILITATION ENGINEERING, VOL. 10, NO. 4, DECEMBER 2002


[7] Joseph J. Tecce , James Gips , C. Petter Olivieri , Linen J. Pok , Michael R. Consiglio, “Eye movement control of computer functions,” International Journal of Psychophysiology, pp.319-325, 1998


[8] 王敏智, 眼動符號表達系統之可行性研究, 碩士學位論文, 蔡章仁教授指導, 中壢: 國立中央大學電機工程研究所, 2004


[9] 薛智謙, 英文字母眼寫系統之可行性研究, 碩士學位論文, 蔡章仁教授指導, 中壢: 國立中央大學電機工程研究所, 2005


[10] 李重寬, 注音符號眼寫系統之可行性研究, 碩士學位論文, 蔡章仁教授指導, 中壢: 國立中央大學電機工程研究所, 2005


[11] 美國Tyco Healthcare公司http://www.tyco.com/


[12] 美國德州儀器公司 http://www.ti.com/


[13] 美國Microchip公司 http://www.microchip.com/


[14] 雄鐸科技 http://www.sdec.com.tw/


[15] 翔音科技 http://www.sounding.com.tw/


[16] 葉華軒, 網路電話之設計與實作, 碩士學位論文, 黃國勝教授指導, 嘉義: 國立中正大學電機工程研究所, 2003


[17] 柳世洋, 電話電路實務, 全華科技圖書, 1990


[18] 永盛國際集團 http://www.wingshing.com/tch/


[19] 盛群半導體 http://www.holtek.com.tw/chinese/default.htm


[20] 美國國家半導體 http://www.national.com/CHT/
	指導教授	
      	  蔡章仁(Jang-Zern Tsai)
      	 	審核日期	2006-7-18
	推文	
      	  [image: ]facebook   [image: ]plurk   [image: ]twitter   [image: ]funp   [image: ]google   [image: ]live   [image: ]udn   [image: ]HD   [image: ]myshare   [image: ]reddit   [image: ]netvibes   [image: ]friend   [image: ]youpush   [image: ]delicious   [image: ]baidu   
      	 
	網路書籤	
      	  [image: ]Google bookmarks   [image: ]del.icio.us   [image: ]hemidemi   [image: ]myshare   
      	 


  

  











若有論文相關問題，請聯絡國立中央大學圖書館推廣服務組 TEL:(03)422-7151轉57407，或E-mail聯絡
	       - 隱私權政策聲明



	
