

	[image: ]	
[image: ]




博碩士論文 965303011 詳細資訊








  
  	以作者查詢圖書館館藏	、以作者查詢臺灣博碩士	、以作者查詢全國書目	、勘誤回報	、線上人數：24	、訪客IP：44.201.69.160


  	姓名	
      	  白育昇(Yu-sheng Pai)  
		      查詢紙本館藏  	畢業系所	通訊工程學系在職專班
	論文名稱	
      	  語音關鍵詞辨識擷取系統
(A system for Keyword Spotting)
      	   
	相關論文		★ 手機用之平面倒F天線設計	★ 跳頻通訊干擾系統之干擾效能模擬與研析
	★ 無線電交叉定位法運用於多目標之研究	★ WCDMA及DVB-T之整合天線設計
	★ WCDMA射頻前端設計	★ 寬頻衛星通訊系統在展頻技術運用之鏈路分析研究
	★ 運用SIFT特徵進行光學影像目標識別	★ 多來源遙測影像融合與色差校正之研究
	★ 適用於筆記型電腦之WiMAX天線研究	★ 應用於凱氏天線X頻段之低雜訊放大器設計
	★ 適用於802.11a/b/g WLAN USB dongle曲折型單極天線設計改良	★ 應用於行動裝置上的雙頻(GPS/BT)天線
	★ SDH設備單體潛伏性障礙效能分析與維運技術	★ 無風扇嵌入式觸控液晶平板系統小型化之設計
	★ 自動化RFID海關通關系統設計	★ 發展軟體演算實現線性調頻連續波雷達測距系統之設計



	檔案	
		   		[image: ][Endnote RIS 格式]   
		      [image: ][Bibtex 格式]     	
      [image: ][相關文章]   [image: ][文章引用]   [image: ][完整記錄]   [image: ][館藏目錄]   [image: ]至系統瀏覽論文 ( 永不開放)  
      
	摘要(中)	本論文主要的目標為研究語音辨識相關技術，並加以實現出一套可移植性高、靈活性強、實用性好及辨識率佳的語音關鍵詞辨識擷取系統，此系統主要由三大部份構成，分別為語料讀取程式及關鍵詞語音擷取程式作業於Windows XP SP2作業系統下，以Borland C++ Builder 5為主要開發平台，語音關鍵詞辨識程式作業於Linux Fedora 5作業系統下，使用HTK 3.3工具進行開發。


在此系統中我們使用HTK工具開發HMM來建立聲學模型，並以21個聲母、36個韻母所組成的411個音節，訓練出一個以HMM狀態數、高斯混合數分別為6、17的最佳聲學模型，其訓練語料擷取率高達92%，假警報率低於13%。在進行非訓練語料實驗時，純關鍵詞模組其擷取率及假警報率更是維持僅各差約3%，分別為89%及16%。


最後以HMM狀態數、高斯混合數分別為6、17的聲學模型建構一套語音關鍵詞辨識擷取系統，並設計其介面程式提供使用者便於操作。



	摘要(英)	This paper’s goal is to research voice reorganization technique and to develop a speech keyword spotting system which can be working on any operation system and have the feature of probability and easy to use. This system are consist of three part, voice data reading program and keyword spotting program are working in the Microsoft Windows XP SP system, and develop platform  is Borland C++ Builder 5. Speech keyword reorganization program is developed by HTK 3.3 and working in the Linux Fedora 5system.


In this system we use HTK to develop HMM and to build the acoustics model, and we use 411 syllables which is build by 21 initials and 36 finals to develop a acoustics model which HMM state and mixtures is 6 and 17. In this model the training speech detection ratio must reach 92%, false alarm rate must under 13%. In the practical keywod model speech material input experiment, the differential between detection ratio and false alarm ratio keep in 3%, and detection ratio must reach 89%, false alarm rate under 16%.


Finally we will use this model to build a speech keyword spotting reorganization system, and we will design a human interface program to provide to the operator, so that they can easy to use this system.
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